PW-200RS Series  .aprime  scates

. ~ "Best Scale at the Best Price"
ISO 9001 : 2015 i @) 42 C€ t

Heavy Duty Portion Control Scale
Ib / oz / kg / g switchable
AC or Battery Operated
POS/ECR Interface (option)
Legal for Trade
- Connects with many ECR's and POS systems

FEATURES :

e Portable - Battery or AC Power with Auto Power off e Lagal for Trade

¢ Large Easy to Read 1 Inch LCD Display e Easy to Clean Stainless Steel Platter
e |Ib/g/kg/ oz Switchable e Warranty - 2 Years

2500 hours of operation with Alkaline 4 batteries

Use in kitchen, restaurants, specialty stores, food
manufacturing / service, farmers markets, and more.
Power adapter and RS-232C cable included
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(@] Specifications

Customer Dlsplay(Rear)

=] Display Mode

(@] Dimension

ACOM
PW-200(6) PW-200(15) | PW-200(30) = PW-200(60)
Maximum capacity 61b 151b 301b 60 Ib Ib
Minimum graduation 0.002 Ib 0.005 Ib 0.011b 0.02 Ib
Maximum tare weight -61b -151b -301b -60Ib
96 x 0.05 oz 240x0.10z 480x 0.2 oz 960 x 0.5 0z
Auxiliary Capacities 3,000x1g 6,000x2g 15,000x5g | 30,000x10g
3x0.001kg @ 6x0002kg @ 15x0.005kg | 30x0.01kg
A/D conversion speed 10 Updates / SEC 0z
Intenal resolution 1/60,000
Display type LCD display
Power source D size battery 1.5V x 4EA(6V) , 9V/300mA DC Adaptor
Operating time Alkaline Battery : 2500 hr
-10°C ~40°C/ 14°F ~ 104°C g
Keys UNIT, TARE, ZERO, ON/OFF
Communication RS-232C
Power consumption 0.05 Watt
Stainless weighing pan (in/mm) (W)11.81 x (D)10.43 / (W)300 x (D)265
Product size (in/mm) (W)9.64 x (D)10.86 x (H)4.33 / (W)245 x (D)276 x (H)110 kg
Product weight 5.51Ibs /2.5 kg
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